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DM-035 Spray Gun

25 foot, 3000 PSI 3/8 I.D hose

Suction line and filter Suction line and filter

Injector quick connects into Injector quick connects into
system for easy cleaning system for easy cleaning
and maintenance and maintenanceMotor mounts

Specifi cations

High-Pressure 700 PSI at 1.4 GPM, 60 Amps

Low-Pressure 40 PSI at 1.8 GPM, 30 Amps

Portable Sanitation 12 Volt Power Washer

Quick connect on bypass hose 
for fast prime and flush

Adjustable bypass loader

Part #80390

1200 PSI Series 356 Pump

60 Amp TEFC Motor w/ switch and circuit breaker 60 Amp TEFC Motor w/ switch and circuit breaker



TM

 Nozzle Tip Pressure (PSI) 100 200 300 400 500 600 700 800 900 1000

 Actual Flow (GPM) .56 .78 .96 1.11 1.24 1.35 1.43 1.52 1.60 1.68

 Approximate Amps@12 VDC 5 15 20 30 40 50 60 75 85 100

 Approximate Motor HP 1/16 3/16 1/4 3/8 1/2 5/8 3/4 7/8 1 1 1/4

*Nozzle Orifi ce Size ‘035 (White Dot)

Model  Max  Max WEIGHT
 Number GPM  PSI  Number GPM  PSI 
 W-DM-035* 7 4000* W-DM-035* 7 4000* 4 lbs.

Nozzle Specifi cationsHi PSI

Low PSI

Dual function nozzle clicks forward for low-pressure and high fl ow, clicks back for high-pressure and low fl ow. The spray 
angle adjusts from 0˚ laser jet spray to wide 80˚ fan in either high or low pressure setting. When nozzle is clicked forward 
into low-pressure setting the chemical injector (if installed) will draw chemical into the water stream for low-pressure 
fl ooding of chemical and water solution onto surface. When nozzle is clicked back to high-pressure position the chemical 
injection stops and high-pressure cleaning begins. Rotating quick connect coupler allows easy nozzle change or service 
as well as easy installation of lance extensions and accessories.

Derringer Magnum 035

25 foot 3/8 I.D. hoseSuction line and filterSuction line and filter

Injector quick connects intoInjector quick connects into
system for easy cleaningsystem for easy cleaning
and maintenanceand maintenance

Motor mounts

356 - #80390

Pressure, Flow and Amperage Expressed as High PSI/Low PSI

 SERIES 356 #80390 Dual 356 #80080  114 #80326

Performance

12 Volt Power Washers from Pumptec are the industry 
standard for portable sanitation maintenance and 
clean-up. With unrivaled reliability, simplicity and 
quietness, the Pumptec 12 Volt WaterHorse Power 
Washing System is the only one of its kind.

We encourage you to contact us about any other 
custom confi gurations or suggestions how to improve 
our products for you.

Wash Down & Fill “All-In-One” Unit

Portable Sanitation

The Industry Standard

“Perfect combination of fl ow and pressure,” is how 
users describe our most popular model. The 1.4 GPM 
fl ow rate conserves water while the 700 PSI pressure 
removes the heaviest soil.

Check us out on the Web:

www.pumptec.com

Customer Service
Ph: 763-433-0303

ext. 8352
www.pumptec.com

ACCESSORY KIT

• 60 Amp continuous duty 3/4 HP TEFC Motor
with built-in switch and circuit breaker

• Pumptec Series 356, 1200 PSI Pump

• Adjustable bypass unloader reduces pumphead  
 pressure to 10 PSI when trigger is “Off,” reduces 
 amperage draw to less than 20 Amps.

• Spray pressure is adjustable from 50 to 750 PSI

• Optional quick connect fi ll valve available

1
1

4
 -
 #

8
0

3
2

6
D

u
a

l 
3

5
6

 -
 #

8
0

0
8

0

You asked for it, we made it. This 65 Amp continuous 
duty 3/4 HP totally enclosed motor with built-in switch 
and circuit breaker is built to last. An adjustable bypass 
unloader reduces pumphead pressure to 20 PSI when 
trigger gun is “off,” and reduces amperage draw to less 
than 40 Amps. In addition, the pressure regulating
bypass valve for the 5 GPM fi ll function adjusts from
30 to 80 PSI to compensate for extreme hose lengths.

Introducing our new low-cost, high-performance 
replacement for diaphram pumps. Now power wash 
at 200 PSI and fi ll at 1.5 GPM. Same mounting hole
pattern for quick and simple performance upgrade.

• Gauge
• Pressure Regulating Bypass Valve
• Prime/Flush Valve
• Inlet Hose Barb
• Outlet Hose Barb
• 6’ Wiring Harness with Plug 

Includes:

DM-035 Spray Gun designed for DM-035 Spray Gun designed for 
cleaning in the smallest places cleaning in the smallest places 
without splash back.without splash back.

High-volume Fill ValveHigh-volume Fill Valve
for Dual 356 Pump onlyfor Dual 356 Pump only

• Single Hose for Wash Down & Fill
• High Volume Fill Valve
• 500 PSI, 1.25 GPM Wash
• 80 PSI, 5 GPM Fill
• Spray pressure adjusts from 50 to 500 PSI
• Dual Pumptec Series 356, 1200 PSI Pumps

 Gallons per Minute (GPM) 1.4/1.8 1.2/5.0 1.0/1.5

 Pressure (PSI)  700/40 500/ Pressure (PSI)  700/40 500/80 200/20

 Amperage (12V DC) 60/20 65/40 15/6 Amperage (12V DC) 60/20 65/40 15/6

Customers report over 1800 hours of
maintenance-free service.

ALL  ACCESSORIES  INCLUDED

ALL  ACCESSORIES  INCLUDED


